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11 CENTRAL HEATING* AND VENTILATION
11.1  INTRODUCTION

AR The operation and care of these systems is best described in the relevant OEM’s literature.

11.2  CENTRAL HEATING*

The central heating system provided for the yacht uses a diesel fuelled air heater. The heater unit
is fitted in the portside deck locker aft and uses standard diesel fuel oil drawn from the main fuel
tank (see chapter 5). Fuel oil is burned in a sealed combustion chamber and heat-exchanger over
which ambient air is passed to collect the heat from the walls of the heat-exchanger for
distribution through ducting to the cabins (see figure 11.1). Combustion air is mixed with the fuel
oil (supplied by a fuel-metering pump) and ignited by an integral glow-pin within the unit. The
exhaust from the unit is evacuated to the atmosphere via a flexible stainless steel exhaust tube
and a transom skinfitting,.

Figure 11.1 — Central Heating System Installation
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CENTRAL HEATING PIPE

The central heating is operated and controlled by a programmable thermostat and optional clock.
The following additional points should be noted:

a) No inflammables such as outboard fuel, LPG canisters, paints or solvents can to be stored
in the same locker as the heater unit. See Chapter 3.
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b) Beware of running units for extended periods - consult the OEM’s literature for
recommended running periods.
c) Regularly check the exhaust hose for leaks. If a leak is found, do not use until repairs are
affected.
11.3 VENTILATION

The yacht should be ventilated as often as possible by allowing fresh air to enter through portlights,
opening windows, hatches and saloon doors. Compartiments, lockers and drawers should be opened
and cabin soles wherever possible should be lifted to allow fiesh air to circulate.

Whilst at sea in fair weather, you may wish to open the portlights and hatches in order to
improve ventilation. Owners should ensure that the crew know that this is only acceptable if
cleared with you first.

You should avoid saltwater entering and remaining in the yacht wherever possible, as the
hydroscopic salt will make the yacht hard to dry and hold damp in the yacht.

CAUTION! ~ when using flyscreens with opening portlights, the portlights should not be shut with
the screens in place, as they are no longer certain to be watertight.

When in port, you may wish to leave the yacht unattended and ventilated ~ you should only use the
hatches for this purpose. Hatches have a vent setting where they may be left slightly open and then
locked. Leaving portlights fully open risks the ingress of water. See chapter 3.
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